
Length: TYPICAL MAXIMUM 5 '-0"  (1524 mm)

Height: TYPICAL MAXIMUM 2 '-0"  (600 mm)

Thickness: approx. ¾" to 1-¼"  (20 mm/25 mm/30 mm)
Solid ceramic elements without hollow chambers for precast applications.  
Thickness for smaller tiles is 20 mm; larger tiles are 25mm or 30 mm.

CUSTOM PROFILES AND SIZES:
Custom profiles and larger sizes are possible upon review.

SURFACE FINISHES:
Wide range of surface textures are available. Our line includes natural, honed, wire struck, 
profiled and glazed. Other surfaces upon request. 

CORNERS:
NBK offers mitered corners. Other options upon request.

Colors: 
NBK’s expertise in complex mixing techniques and traditional firing methods enable a  
wide range of color options.

For complete product details and contact information visit www.nbkusa.com

TERRACOTTA TILE

PRECAST CONCRETE

AIR SPACE

SEMI-RIGID INSULATION

2 1/2”  MTL. STUDS (AIR SPACE)

1/2”  PTD. GYP. BD.

VAPOR RETARDER

NBK® TERRART SOLID PRECAST SYSTEM

NBK’s TERRART Solid precast system lowers the total cost of the 

building envelope, providing a durable and weather-resistant option for 

mid- and large-scale projects. NBK tiles offer unlimited design 

options, including ship-lap joints, a wide range of colors and finishes, 

and a selection of textures and profiles. The TERRART Solid precast 

system also saves construction time and cost with easy installation.

NBK TERRART™ SOLID PRECAST PANEL ASSEMBLY

PRODUCT DETAILS
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TERRART™ SOLID 
Precast System

CONSIDERATIONS FOR USING TERRART™ SOLID IN PRECAST APPLICATIONS

·   TERRART Solid terracotta brings a new design element to precast applications

·   Panels with TERRART solid install quickly, even when space is tight

·   NBK works with local precast fabricators nationwide

·  TERRART Solid meets and exceeds industry standards

·  Precast construction and installation reduce overall cost of building envelope

®

To view a gallery of TERRART Solid Precast installations visit www.nbkusa.com

NBK North America
Phone: (781) 639-2662
E-mail: info@nbkusa.com
www.nbkusa.com
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